340mm(13.4") Double Sides Hot Laminator
Item Code: FMJ-360-RD

FOB Price:

$707/set

Mini Order:

1 set

Shipping Weight:
Average Rating:

131.9lb (59.97kg)

Inquire Now

Overview
FMJ-RD Series DOUBLE SIDES HOT Laminator
Both cold and hot laminators.
It can conduct mounting and hot lamination with a single side or double side lamination, available in 360mm and 650mm.
Product Highlights:
. Maximum working film width, form 13” up to 24”.
. Electric model, stepless speed regulation with foot pedal switch for hands free operation.
. Top and lower rollers can separately be heated.
. Roll to Roll support operation, to maximize the productivity.
. High release silicone rollers for an easy clean.
. Adjustable speed and temperature for an easier operation.
. Adding a protective layer to the picture make the image brighter and is held for a longer time.
Application:
After printing equipment. Available for photograph productions, advertising, shops, copy shop, lamination work, protective layers on
books covers and color pages, documents, charts, drawings, indoor advertising and products.
Applicable Laminating Medium:
Photopaper, PP, self-adhesive PP, backlit film or transparent film.
Warranty and after sales services:
One year of warranty except the spare parts.
24 hours technical support by mail or phone.
User friendly English manual on how to use the machine and accomplish the maintenance.

Details
13" (340mm)

Maximum Laminating Width
Maximum Laminating Thickness

0.2" (5mm)

Rollers Diameter

2" (45mm)

Maximum Laminating Speed

118" (3m) / min

Maximum Internal Diameter of

1" (3" Optional)

FilmProfile
Core

With functions of double sided hot laminating, single
sided hot laminating, single sided cold laminating, cold

Specifications

and hot mounting, mounting and encapsulating. With
LED monitor, all-metal casing shell, 4 pcs of high

Specification Form

temperature silicone roller, the top and bottom roller
can be heated up respectively. Easy to transport and

Operating Method

Electric

Max. Laminator Width

340mm (13")

Roller’s Diameter

45mm (18")

Max. Laminating Thickness

5mm (0.2")

Max. Heat Temperature

150 degree

Laminating Speed

From `0` to 3000mm (118") per minute

Foot Pedal

Yes

Forward/Reverse

Yes

Auto Rewind Shafts

No

Heating method

infrared heating lamp

Motor power

12W

Heating power

350W(single Heating), 700W(double heating)

Power supply

110-220V 50/60HZ. 3A

Mini. Order Quality

1 set

operate.
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